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Proceeding of International Conference on Evaluation of Emerging Nuclear Fuel 
Cycle Systems, 1 , (1995).
 30. Parametrical Studies on Pu Burning in Fast Reactors,  
J.G.Garnier, A.Shono and T.Wakabayashi,  
Proceeding of International Conference on Evaluation of Emerging NuclearFuel 
Cycle Systems, 1 , (1995).
 31. Benchmark on SUPERPHENIX Calculations,  
J. Tommasi, A. Zaetta, T. Wakabayashi and T. Ikegami,  
Proceeding of International Conference on the Physics of Reactors, 2 , (1996), 
C74-C81.           
 32. Feasibility Studies on MA and FP Transmutation in Fast Reactors,  
T. Wakabayashi and N. Higano,  
Proceedings of the 4 th NEA International Information Exchange Meeting on 
Actinide and Fission Product Partitioning and Transmutation, (1996).
 33. Feasibility Studies on Plutonium and Minor Actinide Burning in Fast Reactors,  
T. Wakabayashi, K. Takahashi and T. Yanagisawa,  
Nuclear Technology, 118, (1997), 14-25.
 34. Feasibility Study on the Transmutation of Long Lived Fission Products in a Fast 
Reactor, N. Higano and T.Wakabayashi,  
Proceeding of International Conference on Future Nuclear Systems, 2 , (1997), 
1322-1326.
 35. Measurement of keV-neutron Capture Cross Sections of Rare Earth Nuclides,  
M. Igashira, S. Mizuno, Y. Ohkawachi and T.Wakabayashi,  
Proceeding of International Conference on Future Nuclear Systems, 2 , (1997), 
1360-1364.
 36. Measurement of Fission Cross Sections for Nuclear Transmutation on Am-241, 
Am-242m and Am-243 Using  
Lead Slowing-Down Spectrometer, K. Kobayashi, S. Yamamoto, T. Kai, Y.Fugita,  
I. Kimura, M. Miyoshi, I. Kanno, T.Wakabayashi, Y.Ohkawachi and S. Ohki, 
Proceeding of International Conference on Future Nuclear Systems, 2 ,(1997).
6 37. Measurement of Fission Cross Sections of Minor Actinides at YAYOI Reactor,  
S. Ohki, Y. Ohkawachi, T. Wakabayashi , M.Yamawaki and K. Yamaguchi,  
Proceeding of International Conference on Future Nuclear Systems, (1997), 
1327-1331.
 38. Cold neutron beam control using magnetic oeld gradient,  
H.M. Shimizu, H. Kato, T. Oku, Y. Suda, Y. Ogawa, H. Iwasa, T. Kamiyama,  
Y. Kiyanagi, T. Wakabayashi  
Physica B, 241-243, (1998), 172-174.
 39. Study on MA and FP Transmutation in Fast Reactors,  
T. Wakabayashi and N. Higano, Progress in Nuclear Energy, 32, (1998), 259-264.
 40. Study on Plutonium Burning in a Fast Reactor,  
T. Wakabayashi, S. Hunter and K. Sugino,   
Proceeding of the Workshop on the Physics and Fuel Performance of Reactor-
Based Plutonium Disposition, (1998), 209-223.
 41. Benchmark Problems on Transmutation Calculation by the OECD/NEA Task 
Force on Physics Aspects of Dioeerent Transmutation Concepts,  
H.Takano, R.P.Rulko, C.Broderes, T.Wakabayashi, T.Sasa, T.Iwasaki, D.Lutz, 
T.Mukaiyama and C.Nordborg ,Proceeding of International Conference on the 
Physics of Nuclear Science and Technology, (1998), 1462-1469.
 42. High level waste incineration and Pu management by recycling in LMFRs,  
T. Wakabayashi and K. Ono,  
Proceeding of Workshop on the Back-End of the Fuel Cycle in a 1000GWe 
Nuclear Scenario, (1998).
 43. Status of Transmutation Studies in a Fast Reactor at JNC,  
T. Wakabayashi, Proceedings of the 5th OECD/NEA Information Exchange 
Meeting on Actinide and Fission Product Partitioning and Transmutation, (1998), 
323-333.
 44. Status and Assessment Report on Actinide and Fission Product Partitioning and 
Transmutation,L.H. Baestle,  
T. Wakabayashi and S. Sakurai, Proceeding of the 5 th OECD/NEA Information 
Exchange Meet ing on Act in ide and Fiss ion Product Par t i t ioning and 
Transmutation, (1998), 87-107.
7 45. Measurement of cold neutron-beam focusing eoeect of a permanent sextupole 
magnet,  
H.M. Shimizu, Y. Suda, T. Oku, H. Nakagawa, H. Kato, T. Kamiyama, C. Otani,   
H. Sato, T. Wakabayashi,Y. Kiyanagi, Nuclear Instrument and Method in Physics 
Research A, 430, (1999), 423-434.
 46. Status and Assessment Report on Actinide and Fission Product Partitioning and 
Transmutation An OECD-NEA Nuclear Energy Agency Review,  
L. H. Baetsle, T.Wakabayashi, and S.Sakurai,  
Proceeding of the International Conference on Future Nuclear Systems Nuclear 
Technology, (1999), 354.
 47. Status on Nuclear Waste Separation and Transmutation Technologies in JNC, 
M.Ozawa and T.Wakabayashi,  
Proceeding of the International Conference on Future Nuclear Systems Nuclear 
Technology, (1999).
 48. A Magnetic neutron lens, H.M. Shimizu, T. Oku, H. Sato, C. Otani, H. Kato,   
Y. Suda, H. Nakagawa,  
T. Kamiyama, Y. Kiyanagi, T. Wakabayashi, Physica B, 276-278, (2000), 63-64.
 49. Energy dependence of neutron transmission through a multi-capillary ober,  
Y. Kiyanagi, H. Nakagawa and T. Wakabayashi,  
Physica B, 276-278, (2000),118-119.
 50. A Design Study on Mox-Fueled Small Fast Reactors for Standardization of a Small 
Fast Nuclear Reactor System,  
N. Uto, H. Hayafune and T. Wakabayashi, Progress in Nuclear Energy, 37, (2000), 
283-290.
 51. Measurements of neutron induced ossion cross-section for 242mAm from 0.003 
eV to 10 keV using lead slowing-down spectrometer, thermal neutron facility and 
time-of-AEight method,  
T. Kai, K. Kobayashi, S. Yamamoto, H.J. Cho, Y. Fujita, I. Kimura, Y. Ohkawachi 
and T. Wakabayashi,   
Annals of Nuclear Energy, 28, (2001), 723-739.
 52. Transmutation characteristics of MA and LLFP in a fast reactor,  
T. Wakabayashi,  
Progress in Nuclear Energy, 40, (2002),457-464. 
8 53. Characterization of Transient Scenarios for Training of BWR Operators and its 
Evaluation by Experienced Instructors,  
Makoto Takahashi, Iichiro Mizuno, Masaharu Kitamura, Toshio Wakabayashi and 
Yoichi Kawai,  
Proceedings of International Topical Meeting on Nuclear Plant Instrumentation, 
Controls, and Human-Machine Interface Technologies (NPIC & HMIT2006), 
(2006).
 54. Experimental Study on the Plant State Estimation for the Condition-based 
Maintenance,   
Jun-ichi Harada, Makoto Takahashi, Masaharu Kitamura and Toshio Wakabayashi  
Proceedings of International Topical Meeting on Nuclear Plant Instrumentation, 
Controls, and Human-Machine Interface Technologies (NPIC & HMIT2006), 
(2006).
 55. The neural basis of the hemodynamic response nonlinearity in human primary 
visual cortex: Implications forneurovascular coupling mechanism,  
Xiaohong Wan, Jorge Riera, Kazuki Iwata, Makoto Takahashi , Toshio 
Wakabayashi,  and  Ryuta, Kawashima,  
NeuroImage, 32 (2), (2006), 616-625. 
 56. Study on Nuclear Fuel Cycle System using Coated-particle Fuel and Hybrid 
Microcapsule Separation Method, Toshio Wakabayashi and Hitoshi Mimura  
Proceeding of Global 2007 - Advanced Nuclear Fuel Cycles and Systems, (2007).
 57. Algorithmic Fault Tree Construction by component-based system modeling,   
A. Majdara, T.Wakabayashi,  
Proceeding of 16th Pacioc Basin Nuclear Conference, (2008).
 58. 計器監視におけるインタフェースの差異と難易度の関連性解析：機能的 
MRIを用いた脳機能計測研究 ,  
三浦直樹，高橋信，川島隆太，北村正晴，若林利男，  
ヒューマンインタフェース学会論文誌 , 11 (2), (2009), 31-39
 59. DEVELOPMENT OF SUPPORT SYSTEM FOR CHARACTERIZATION OF 
TRAINING SCENARIOS FOR NPP.  
Makoto Takahashi, Naoyuki Tajima, Soshi Suzuki, Toshio Wakabayashi,Kouji 
Iwatare,  
Proceedings of Sixth American Nuclear Society International Topical Meeting on 
Nuclear Plant Instrumentation, Control, and Human-Machine Interface 
Technologies NPIC&HMIT, (2009).
9 60. A  New  Approach  for  Computer-Aided  Fault  Tree  Generation,  
A. Majdara, T.Wakabayashi,  
Proceedings  of  the 3 rd  Annual  IEEE International Systems Conference, 
(2009).
 61. Computerized Fault Tree Construction for Improved Reliability Analysis,  
A. Majdara, T.Wakabayashi,  
Proceedings of the 3 rd International Conference on Safety and Security 
Engineering, (2009).
 62. Component-Based Modeling of Systems for Automated Fault Tree Generation,   
A. Majdara, T. Wakabayashi,   
Reliability Engineering and System Safety, 94,(2009), 1076-1086.
 63. RISK  ASSESSMENT  OF  HYDROGEN  PRODUCTION  SYSTEM  BY 
DIMETHYL  ETHER  STEAM REFORMING WITH THE USE OF NUCLEAR 
POWER.   
Kazuo Koguchi, Shigeo Kasai, Makoto Takahashi , Toshio Wakabayashi,  
Proceedings of the 14th International Conference on Nuclear Engineerong, 
(2009).
 64. 航空分野のリスクマネジメント手法に基づいた 「ヒヤリハット報告制度」 の
開発 .   
石橋明， 狩川大輔， 高橋信， 若林利男，ヒューマンファクターズ，14 ( 1 ), 
(2009).
 65. Study on Target Fabrication for LLFP Transmutation by Fast Reactors,   
Yoshiaki Tachi, Toshio Wakabayashi, Tsugio Yokoyama,  
Proceedings of International Conference on the Nuclear Fuel Cycle, (2009).
 66. New Target Concepts for Increase in Transmutation Rate of LLFP in FBR 
Recycle System,, Tsugio Yokoyama, Toshio Wakabayashi, Yoshiaki Tachi, Naoyuki 
Takaki, Shinichiro Matsuyama,  
Proceedings of Internatioanl Conference on the Nuclear Fuel Cycle, (2009).
 67. 建設管理における費用便益に関する研究，山田貴久，若林利男，  
土木学会　建設マネジメント研究論文集 , 16, (2009), 127-139.
 68. Risk Assessment of a Dimethyl Ether Steam Reforming Hydrogen Production 
System by an Advanced Reactor, K .Koguch i , S .Kasa i , M.Takahash i , 
T.Wakabayashi,  
International Conference on Fast Reactors and Related Fuel Cycles, (2009).
10
 69. Compatibility of Iodides with Stainless Steels of Cladding for LLFP Transmutaion, 
Y.Tachi, T.Wakabayashi,  
Proceedings of International Conference on Fast Reactors and Related Fuel 
Cycles, (2009).
 70. 確率論的安全評価を用いた原子力プラントの長期運転における保全計画評価
手法の構築 ,  
白石夏樹，高橋信，橋爪秀利，若林利男，宮田浩一，佐藤親宏，保全学，  
9 ( 2 ), (2010), 45-52.
 71. HTTR-IS 水素製造プラントにおける可燃性ガス漏えいの確率論的安全評価 ,  
工藤潤一，坂場成昭，高橋信，若林利男  
日本原子力学会和文論文誌 , 9 ( 4 ), (2010), 360-367.
 72. 原子力発電分野における安全意識向上のための Crew Resource Management 
概念に基づく訓練手法 ,  
石橋明，狩川大輔，高橋信，若林利男，北村正晴 ,  
日本原子力学会和文論文誌 , 9 ( 4 ), (2010), 384-395.
 73. High Performance Fast Reactor Cores Employing Deuteride,  
Tsugio Yokoyama, Toshio Wakabayashi,  
Proceeding of PHYSOR 2010 - Advances in Reactor to Power the Nuclear 
Renaissance, (2010).
 74. A PSA of the HTTR-IS Hydrogen Production Plant,  
Junichi Kudou, Nariaki Sakaba, Toshio Wakabayashi,  
Transaction of American Nuclear Society (2010).
 75. Automated fault tree construction for a sample chemical plant,A. Majdara and T. 
Wakabayashi,  
Journal of Risk and Reliability, 224, (2010),207-216.
 76. Candidate Iodides for LLFP Transmutation in FR Core,  
Yoshiaki Tachi, Toshio Wakabayashi,  
Transactions of the American Nuclear Society, 103,(2010), 268-269.
 77. Study on Increasing of Core Average Burn-up using Deuteride Moderators in a 
Blanket Region of FBR,  
Toshio Wakabayashi, Tsugio Yokoyama,  
Transactions of the American Nuclear Society, 103, (2010), 787-789.
11
 78. Application of knowledge extraction method for aging management in nuclear 
power plant,  
Natsuki Shiraishi, Makoto Takahashi, Toshio Wakabayashi,  
Proceedingsof 17th ANS International Topical Meeting in Nuclear Plant 
Instrumentation, Control and Human-Machine Interface Technologies, (2010).
 79. Evaluation of Support System for Characterization of Training Scenarios for 
BWR,  
Soshi Suzuki, Makoto Takahashi, Toshio Wakabayashi  
Proceedings of 17th ANS International Topical Meeting in Nuclear Plant 
Instrumentation, Control and Human-Machine Interface Technologies, (2010).
 80. Effect of Analytical Methodology for Assessment on Seismically Induced Core 
Damage,  
Tomoaki UCHIYAMA,Kenji KAWAGUCHI and Toshio WAKABAYASHI,  
Journal of Power and Energy Systems, 5 ( 3 ), (2011), 279-294.
 81. Analysis of Sodium Void Reactivity of Control Rod Regions in Phenix Sized Core 
with Monte Carlo Code MVP,  
TsugioYokoyama, Tetsuo Tamaoki,Toshio Wakabayashi, Akito Nagata,  
Proceedings of the 2011 International Congress on Advances in Nuclear Power 
Plants, (2011), 1626-1634.
 82. Increase  in  Transmutation  Rate  of  Long-Life  FP  by  Employing  Deuteride 
Moderator  in  Fast  Reactors,  
TsugioYokoyama, Toshio Wakabayashi, Yoshiaki Tachi, Akito Nagata,  
Proceedings of the 2011 International Congress on Advances in Nuclear Power 
Plants, (2011), 536-543.
 83. CHALLENGES IN DYNAMIC RELIABILITY ANALYSIS OF NPP DIGITAL 
I&C SYSTEM,   
ZHOU Shiliang, WAKABAYASHI Toshio,  
Proceedings of the 19th International Conference on Nuclear Engineering, 
(2011).
 84. A FAST DEDUCTIVE ANALYSIS TOOLSET FOR DYNAMIC FLOWGRAPH 
METHODOLOGY,  
ZHOU Shiliang, WAKABAYASHI Toshio  
Proceedings of the 19th International Conference on Nuclear Engineering, 
(2011).
12
 85. Analysis and Evaluation for Social Acceptability for Utilizing Nuclear Power in 
China, Ting XU, Toshio Wakabayashi,  
Proceedings of the 19th International Conference on Nuclear Engineering, 
(2011).
 86. STUDY ABOUT SUSTAINABLE SCENARIO OF NUCLEAR FUEL CYCLE IN 
CHINA,  
Yilin KONG, Toshio Wakabayashi,  
Proceedings of the 19th International Conference on Nuclear Engineering, 
(2011).
Ⅲ．口頭発表（学会報告など）
 1. プラント運転支援のための動的状況認識に関する研究 ,  
原田淳一，玉木雄二，佐藤寿，高橋信，北村正晴，若林利男 ,  
日本原子力学会 , 2005年 9月13日～15日 , 八戸工大 .
 2. 原子炉運転員訓練シナリオの操作記録情報に基づく特徴付けに関する研究 , 
平山大典，廣谷佳範，高橋信，北村正晴，若林利男，鈴木弘一 ,  
日本原子力学会 , 2005年 9月13日～15日 , 八戸工大 .
 3. 原子力に関するニーズ適合型コミュニケーションスキームの探求（1）；プロ
ジェクトの概要と全体計画  
北村正晴，狩川大輔，高橋信，若林利男，八木絵香 ,  
日本原子力学会 , 2006年 9月27日～29日 , 北海道大学 .
 4. 原子力に関するニーズ適合型コミュニケーションスキームの探求（4）；実感
重視型プルトニウム情報提供支援ツールの開発  
若林利男，高橋信，北村正晴 ,  
日本原子力学会，2006年 9月27日～29日，北海道大学 .
 5. BWR 運転訓練シナリオの特徴付けとインストラクタによる評価 ,  
水野亥一郎，高橋信，若林利男，北村正晴，河井陽一 ,  
日本原子力学会，2006年 9月27日～29日，北海道大学 .
 6. BWR 運転訓練シナリオ評価システムの開発 ,  
田嶋尚之，高橋信，若林利男，岩垂功二 ,  
日本原子力学会，2007年 9月27日～29日，北九州国際会議場 .
13
 7. 高温水蒸気電解法による水素製造システムのリスク評価，  
田島匠，若林利男，笠井重夫，  
日本原子力学会，2008年 3月26日～28日，大阪大学　吹田キャンパス .
 8. BWR 運転訓練シナリオの認知的複雑性に関する研究 ,  
高橋信，水野亥一郎，田島尚之，若林利男，岩垂功二，  
日本原子力学会，2008年 9月 4日～ 6日，高知工科大学 .
 9. フロート型制御棒の基礎特性実験，齊藤拓人，高橋信，若林利男 ,  
日本原子力学会，  
2008年 9月 4日～ 6日，高知工科大学 . 
 10. 中空ペレットによる長寿命 FP 核変換率の向上 ,  
横山次男，若林利男，高木直行，舘義昭，松山慎一郎，日本原子力学会，
2008年 9月 4日～ 6日，高知工科大学 .
 11. 原子炉を用いたジメチルエーテル水蒸気改質による水素製造プラントのリス
ク評価 ,  
小口一雄，若林利男，高橋信，笠井重夫，  
日本原子力学会，2008年 9月 4日～ 6日，高知工科大学 .  
 12. 高温水蒸気電解法による水素製造システムのリスク評価（2）,  
田島　匠，若林利男，笠井重夫 ,  
日本原子力学会，2008年 9月 4日～ 6日，高知工科大学 .  
 13. マクロ分析手法を用いた原子力に関する議論分析 ,  
高橋信，平山宙，狩川大輔，若林利男，北村正晴，  
日本原子力学会，2009年 3月23日～25日，東京工業大学 .
 14. 核燃料サイクル諸量の分析手法に関する研究 ,  
森貴志，若林利男，高橋信，  
日本原子力学会，2009年 9月16日～18日，東北大学　青葉山キャンパス .
 15. HTTR-IS プラントにおける火災爆発の確率論的安全評価 ,  
工藤潤一，高橋信，若林利男，坂場成昭，  
日本原子力学会，2009年 9月16日～18日，東北大学　青葉山キャンパス .
 16. 高速炉を用いた長半減期 FP の核変換に関する研究，  
古川大， 若林利男，高橋信，  
日本原子力学会，2009年9月16日～18日，東北大学　青葉山キャンパス .
14
 17. BWR運転訓練シナリオの主観的難易度規定要因，  
 鈴木創司，高橋信，若林利男，  
日本原子力学会，2009年 9月16日～18日，東北大学　青葉山キャンパス .
 18. 原子力プラントトラブル事例データベースからの知識抽出手法の構築，  
白石夏樹，勝呂元，高橋信，若林利男，  
日本原子力学会，2009年 9月16日～18日，東北大学　青葉山キャンパス .
 19. 高速炉による高温水蒸気電解による水素製造の研究；電解セル性能による水
素製造特性への影響評価，笠井重夫，若林利男，  
日本原子力学会，2009年 9月16日～18日，東北大学　青葉山キャンパス . 
 20. フロート型制御棒の基礎特性実験－実験及び結果－ ,  
齋藤拓人，若林利男，高橋信，  
日本原子力学会，2009年 9月16日～18日，東北大学　青葉山キャンパス .
 21. Development od Proactive Safety Management System for Industrial Fields 
Based on the Framework of Aviation Safety Management System,  
Ishibashi, A., Karikawa, D., Wakabayashi, T., Takahashi, M., Kitamura M.,  
Proc of the 15th International Symposium on Wviation Psychology, Wright State 
University, Dayton, USA, 2009.
 22. BWR運転訓練シナリオ客観評価の対象データの拡張と感度分析，  
鈴木創司，高橋信，若林利男，岩垂功二，  
日本原子力学会，2010年 3月26日～28日，茨城大学 .
 23. DFM and its improvements for safety assessment of Digital I&C systems, 
Shiliang Zhou, Toshio Wakabayashi,  
日本原子力学会，2010年 9月15日～17日，北海道大学 .
 24. 作業の信頼性・安全性とルール量に関する実験研究 ,  
高橋信，高久大輔，若林利男，古濱寛，  
日本原子力学会，2010年 9月15日～17日，北海道大学 .
 25. CRM訓練の原子力産業への適合化 ,  
石橋明，狩川大輔，高橋信，若林利男，北村正晴，  
日本原子力学会，2010年 9月15日～17日，北海道大学 .
 26. 原子力プラント高経年化情報基盤への高度情報処理技術の応用 ,  
白石夏樹，高橋信，若林利男，  
日本原子力学会，2010年 9月15日～17日，北海道大学 .
15
 27. HTTR-ISプラントにおける確率論的安全評価，  
工藤潤一，高橋信，若林利男，坂場成昭，  
日本原子力学会，2010年 9月15日～17日，北海道大学 .
 28. 高速増殖炉における炉心燃料及びブランケット燃料の最適化による炉心平均
燃焼度向上の研究，  
若林利男，横山次男，日本原子力学会，2010年 9月15日～17日，北海道大学 .
 29. フロート型制御棒の核特性解析 ,  
齋藤拓人，若林利男，高橋信，  
日本原子力学会，2010年 9月15日～17日，北海道大学 .
 30. 重水素減速材による長寿命 FP核変換率の向上 ,  
横山次男，若林利男，舘義昭，  
日本原子力学会，2010年 9月15日～17日，北海道大学 .
 31. 中国と日本における環境意識に関する研究－都市の若い世代からの分析－ , 
金花，若林利男，日本環境学会  
第 2回若手研究者発表大会，2011年 3月10日，龍谷大学 .
 32. 北京と東京における環境意識に関する研究－都市の若い世代からの分析－ , 
金花，若林利男，日本環境学会  
第37回大会，2011年 6月11日～13日，三重大学 .
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